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Technical Data Sheet (TDS)
Cardboard Corner Protector - Swedish Duplex Outer Liner

Product Description
Cardboard corner protectors manufactured from multi-layer kraft
paperboard with an external Swedish duplex outer liner. The
product provides edge protection and structural reinforcement for
cartons and palletized goods during wrapping, handling, shipping
and storage.

Main Applications
• Edge protection for cartons and palletized products

• Reinforcement during stretch-wrapping

• Vertical load stability for stacked goods

• Food and beverage packaging operations

• Pharmaceuticals, electronics, home appliances and furniture

• Premium packaging requiring a clean white outer appearance

Key Features
• Strong edge protection and structural reinforcement

• Smooth white coated outer face with natural kraft reverse side

• Custom dimensions available upon request

• Bundle wrapping by stretch film or strapping

Available Dimensions
Length 500 - 2000 mm

Wing Width 40 / 50 / 60 / 70 / 80 mm

Thickness 2.5 - 5.0 mm

Angle 90° ± 2°

Custom dimensions Available upon request

Manufacturer Information
Manufacturer New Pack Industrial Co.

Website www.newpackindustrial.com

Email info@newpackindustrial.com
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Technical Specifications
Cardboard Corner Protector - Swedish Duplex Outer Liner

Product Name Cardboard Corner Protector

Product Type Swedish Duplex Outer Liner - White Face / Kraft Back

Core Material Multi-layer kraft paperboard

Outer Liner Swedish Duplex, white coated front / kraft back

Paper Density 250 - 450 gsm layers

Duplex Density 230 - 350 gsm

Compression Strength 900 - 1600 N, depending on thickness

Vertical Load Capacity Up to 2 tons per pallet load, depending on pallet configuration

Moisture Content 6 - 8%

Surface Finish Smooth white coated front

Appearance White front, natural kraft reverse side

Dimensional Tolerance ± 2 mm

Adhesive, Environmental, Storage and Packaging
Adhesive Water-based, solvent-free adhesive

Recyclability 100% recyclable

Environmental Compliance EU Packaging Waste Directive; free from heavy metals; RoHS compliant

Storage Conditions Store in a dry, shaded area and avoid direct moisture contact

Recommended Temperature 15 - 30°C

Stacking / Handling Stack on pallets, not directly on the floor

Packaging Bundles wrapped with stretch film or strapping

Bundle Count 50 - 100 pcs, customizable

Shelf Life 12 months under proper storage conditions

Notes
Values are based on the supplied product data and may vary according to selected thickness, wing width, paper grade, order
specification and production tolerance. Compliance and load-performance claims should be supported by the relevant
supplier certificates or test records when required by the customer.


